FAN COIL UNIT (INDOOR SECTION)

MODEL FXSQO09TAVJU f‘gggp ‘i'l-'?PUT 07.86 @

SERIAL NUMBER EUDUZZY DESIGN PRESSURE 478 pSig

NET WEIGHT 55 LBS = 25K9 [\TNIMUM CIRCUIT

POWER SUPPLY SINGLE PHASE [AMPACITY 048 A
208/230V 60Hz [MAXIMUM OVERCURRENT

CONEORMS TO PROTECTIVE DEVICE 150 A

AIR TIGHT TEST :

eifitein 1995 €us L

CSA STD Intertek REFRIGERANT RA10A

€22. 2 NO. 236 3052765 MFG, DATE 2018.1

ELECTRICAL CHARACTERISTICS ARE ONLY FOR FAN COIL UNIT

DAIKIN INDUSTRIES (THAILAND) LTD. WADE [N THAILAND
K | | ENGINEERED IN JAPAN
| L 3P489957-3

A CAUTION AATTENTION
USE COPPER CONDUCTORS ONLY. | N UTILISER QUE DES CONDUCTEURS EN CUIVRE.

. ELECTRIC .SHOCK HAZARD! DANGER D ELECTROCUTlON! N
;DANGER DISCONNECT ALL REMOTE POWER | DECONNECTER TOUTES LES ALIMENTATIONS
SUPPLIES BEFORE INSTALLING ELECTRIQUES ELOIGNEES AVANT D' INSTALLER
OR SERVICING THIS EQUIPMENT OU DE REPARER CET APPAREIL.

Le non respect de cette recommandation
peut- entrainer des blessures graves

ou la mort. :

Seul un technicien de service qualifié
‘peut installer ou
réparer cet appareil.

to serlous injury ‘or death.
‘Only a qualified service
techmc:an should install
or serwce thIS equ'pment

4P239249-1D




